
•	 Quick and easy to install in tight spaces
•	 Flexible connectors accommodate for 

misalignment of supply lines
•	 Stainless steel construction provides durability 

and corrosion resistance
•	 100% Lead free and safe for potable water
•	 Approved for electric and gas water heaters 

with flue vent
•	 Easy removal with our patented Slip Clip™ 

Release Tool
•	 5-Year Limited Warranty

OVERBUILT. NOT OVERPRICED.

PUSH-TO-CONNECT • WORKS ON COPPER, PEX, & CPVC
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INSTALLS
FAST

NO
FLAMES

NO
GLUE

NO TOOLS
NEEDED

PUSH-TO-CONNECT
WATER HEATER CONNECTORS

AVAILABLE IN CORRUGATED & 
BRAIDED STAINLESS STEEL HOSES
WITH FITTING OR BALL VALVE ENDS*When using PEX, a Hi-Flo tube stiffener should be inserted into the  

PEX tubing end prior to insertion into the fitting or valve.

Part No. Description   ( PTC x FIP x Hose ) UPC Inner 
Qty

Master 
Qty

SS725CSSR 3/4” x 3/4” FIP x 18” Corrugated SS WH Connector  845526029483 10 30
SS727CSSR 3/4” x 3/4” FIP x 24” Corruaged SS WH Connector   845526029452 10 30
SS725R 3/4” x 3/4” FIP x 18” Braided SS WH Connector   845526029469 10 30
SS727R 3/4” x 3/4” FIP x 24” Braided SS WH Connector   845526029476 10 30
SS7245CSSR 3/4” Ball Valve x 3/4” FIP x 18” Corrugated SS WH Connector   845526029490 10 30
SS7247CSSR 3/4” Ball Valve x 3/4” FIP x 24” Corrugated SS WH Connector   845526029506 10 30
SS7245R 3/4” Ball Valve x 3/4” FIP x 18” Braided SS WH Connector   845526029513 10 30
SS7247R 3/4” Ball Valve x 3/4” FIP x 24” Braided SS WH Connector   845526029612 10 30

Insert Copper,
PEX, or CPVC 
tubing into  
the fitting

Advanced Grip Ring
Technology

Premium Quality 
Seal Packing High Performance 

Seal Materials

Full Flow*
(no stiffeners 
pre-installed)



•	 Flexible connectors accommodate for 
misalignment of supply lines 

•	 SurePress® visual indication confirms a 
successful press

•	 Green indication visible from up to 5 ft away 
•	 Works with major industry tools and jaws 
•	 Lead free and safe for potable water
•	 Approved for electric and gas water heaters 

with flue vent
•	 5-Year Limited Warranty

PRESS - GREEN - GO

PRESS FITTING • WORKS ON COPPER
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AVAILABLE IN CORRUGATED & 
BRAIDED STAINLESS STEEL HOSES
WITH FITTING OR BALL VALVE ENDS

Part No. Description   ( Press x FIP x Hose ) UPC Inner 
Qty

Master 
Qty

SP725CSSR  3/4" x 3/4" FIP x 18" Corrugated SS WH Connector 845526029537 6 24
SP727CSSR  3/4" x 3/4" FIP x 24" Corrugated SS WH Connector 845526029544 6 24
SP725R  3/4" x 3/4" FIP x 18" Braided SS WH Connector 845526029551 6 24
SP727R  3/4" x 3/4" FIP x 24" Braided SS WH Connector 845526029568 6 24
SP7245CSSR  3/4" Brass Ball Valve x 3/4" FIP x 18" Corrugated SS WH Connector 845526029575 6 24
SP7247CSSR  3/4" Brass Ball Valve x 3/4" FIP x 24" Corrugated SS WH Connector 845526029582 6 24
SP7245R  3/4" Brass Ball Valve x 3/4" FIP x 18" Braided SS WH Connector 845526029599 6 24
SP7247R  3/4" Brass Ball Valve x 3/4" FIP x 24" Braided SS WH Connector 845526029605 6 24

Unpressed
End

Pressed
End

VISIBLE
UP TO 5 FT

VISUAL
INDICATION

PRESS FITTING
WATER HEATER CONNECTORS


